ELECTRICAL GENERAL NOTES

GENERAL: UNLESS SPECIFICALLY INDICATED OTHERWISE, ALL WORK SHOWN ON ELECTRICAL DRAWINGS
IS NEW WORK TO BE PROVIDED UNDER THIS CONTRACT.

COORDINATION: COORDINATE AND COOPERATE WITH ALL TRADES ON THE PROJECT. THE CONTRACTOR
SHALL REVIEW ALL CONTRACT DOCUMENTS INCLUDING CIVIL, STRUCTURAL, ARCHITECTURAL DRAWINGS
AND SPECIFICATIONS. CONTRACTOR SHALL COORDINATE AN ADJUST ACCORDINGLY AS DIRECTED BY
THE ENGINEER.

AS-BUILT DRAWINGS: SECURE AN EXTRA SET OF ELECTRICAL DRAWINGS TO BE KEPT ON SITE AND
MARK, DAILY, THE DRAWINGS IN RED AS THE PROJECT PROGRESS IN ORDER TO KEEP AN ACCURATE
RECORD OF ALL DEVIATIONS BETWEEN THE WORK SHOWN ON THE DRAWINGS AND THE WORK WHICH IS
ACTUALLY INSTALLED. THESE MARKED DRAWINGS SHALL REFLECT ANY AND ALL CHANGES AND
REVISIONS TO THE ORIGINAL DESIGN WHICH EXISTS IN THE COMPLETED WORK. DELIVER THE MARKED
DRAWINGS TO THE ENGINEER AT PROJECT CLOSE-OUT.

TEST: TEST ALL WIRING FOR CONTINUITY AND GROUNDS BEFORE CONNECTING ANY FIXTURES OR
DEVICES. PERFORM INSULATION RESISTANCE TESTS ON ALL WIRING #8 OR LARGER TO INSURE THAT
ALL PORTIONS ARE FREE FROM SHORT—CIRCUITS AND GROUNDS.

INSPECTIONS: ARRANGE ALL NECESSARY INSPECTIONS. DELIVER ALL REQUIRED INSPECTION
CERTIFICATES TO THE OWNER.

ELECTRICAL SERVICE: PROVIDE THE ELECTRICAL SERVICE. COMMUNICATE WITH THE LOCAL POWER
COMPANY, VERIFY ALL REQUIREMENTS, AND COORDINATE ALL EFFORTS.

GROUNDINGS: PROVIDE GROUNDINGS IN ACCORDANCE WITH THE NEC FOR THE ENTIRE ELECTRICAL
SYSTEM INCLUDING EQUIPMENT FRAMES CONDUITS, SWITCHES, CONTROLLERS, WIRE—WAYS, NEUTRAL
CONDUCTORS, AND OTHER EQUIPMENT. PROVIDE A GROUNDING CONDUCTOR IN ALL POWER CONDUITS.

LABELS: PROVIDE LEVEL FOR ALL SWITCH BOARDS, SWITCHBOARD BREAKERS, PANEL BOARDS,
CABINETS, SAFETY SWITCHES, MOTOR—DISCONNECT SWITCHES, AND MOTOR CONTROLLERS. LABELS
SHALL BE MACHINE ENGRAVED, LAMINATED PLASTIC, PERMANENTLY ATTACHED WITH SELF—TAPPING
SCREWS OR RIVETS. DO NOT USE SELF—ADHESIVE LABELS.

J-BOX LABELING: LABEL ALL JUNCTION BOXES WITH PERMANENT MARKER IDENTIFYING CIRCUIT NUMBER
AND PANEL BOARD OF CIRCUITS WITHIN.

MOTOR COORDINATION: MOTORS, MOTOR STARTERS, CONTROLLERS, INTEGRAL DISCONNECT SWITCHES,
AND CONTRACTORS SHALL BE PROVIDED WITH THEIR RESPECTIVE PIECES OF EQUIPMENT BY THE
EQUIPMENT SUPPLIER. COMMUNICATE WITH THE TRADES PROVIDING THE EQUIPMENT, VERIFYING ALL
REQUIREMENTS, PROVIDE ALL ELECTRICAL CONNECTIONS REQUIRED THEREIN, AND INSTALL MOTOR
STARTERS.

MOTOR DISCONNECTS: ALL MOTORS SHALL HAVE DISCONNECTING MEANS.

MOTOR CONTROLLERS: ALL 3—PHASE MOTORS SHALL HAVE MAGNETIC MOTOR CONTROLLERS WITH
SOLID STATE OVERLOAD PROTECTION. THE SOLID STATE OVERLOAD RELAY SHALL HAVE PHASE LOSS
AND PHASE OVER CURRENT PROTECTION WITH AUTOMATIC RESET UPON RETURN OF NORMAL POWER.

MOTOR FUSE PROTECTION: WHERE FUSE PROTECTION IS SPECIFICALLY REQUIRED BY THE EQUIPMENT
MANUFACTURER, PROVIDE FUSED SWITCHES IN LIEU OF NON—FUSED SWITCHES OR IN LIEU OF
ENCLOSED CIRCUIT BREAKERS, OR OTHER DEVICES INDICATED.

CONNECTION DETAILS: SECURE APPROVED SHOP DRAWINGS SHOWING WIRING DIAGRAMS, ROUGH-—IN
AND HOOK UP DETAILS FROM OTHER INVOLVED CONTRACTORS FOR EQUIPMENTS WHICH MUST BE
CONNECTED ELECTRICALLY.

COORDINATION DETAILS: MECHANICAL EQUIPMENT WILL BE FURNISHED AND INSTALLED BY THE
MECHANICAL CONTRACTOR. THE LOCATIONS SHOWN ON THE ELECTRICAL DRAWINGS ARE APPROXIMATE.
COORDINATE WITH THE MECHANICAL CONTRACTOR TO DETERMINE THE EXACT LOCATION OF EACH
PIECE OF EQUIPMENT AN DETERMINE THE EXACT ROUGH—IN AND CONNECTIONS REQUIREMENTS.

WORKING CLEARANCE: COORDINATE FINAL LOCATIONS OF ELECTRICAL EQUIPMENT WITH MECHANICAL
DUCTWORK, PIPING ETC. AND ASSURE WORKING CLEARANCE REQUIRED BY THE NEC. CONTRACTOR
SHALL COORDINATE FINAL LOCATION OF EQUIPMENT PROVIDED AND INSTALLED BY OTHER TRADES.

MATERIAL COORDINATION: VERIFY CEILING AND WALL CONSTRUCTION AND MATERIAL PRIOR TO
ORDERING LIGHT FIXTURE OR OTHER DEVICES TO INSURE PROPER FIXTURE OR DEVICE IS FURNISHED
TO MATCH CONSTRUCTION.

MOUNTING HEIGHTS:MOUNTING HEIGHTS INDICATED ARE FROM THE FINISHED FLOOR TO THE
CENTERLINE OF THE WIRING DEVICE UNLESS OTHERWISE NOTED.

DEVICE COORDINATION:THOROUGHLY REVIEW AND COORDINATE ALL CASEWORK AND CABINETS
DRAWINGS AND ARCHITECTURAL ELEVATIONS WITH DEVICE LOCATIONS PRIOR TO ROUGH—IN OF OUTLET
BOXES.

BARRIERS: WHERE A MULTIPLE-=GANG BOX HAS CIRCUITS OF DIFFERENT VOLTAGES OR SYSTEMS
WHICH ARE REQUIRED TO SEPARATED, PROVIDE THE CODE—-REQUIRED SEPARATION USING A FULL
HEIGHT AND DEPTH BARRIER PLATE.

FIRE PROOFING: FOR ANY WALL OR FLOOR PENETRATIONS THROUGH FIRE—RATED STRUCTURES
PROVIDE FIRE—PROOFING TO SEAL ALL THE PENETRATIONS AFTER THE CONDUIT HAS BEEN INSTALLED.
FIRE PROOFING FOR PENETRATIONS SHALL BE UL APPROVED PER THE PENETRATIONS MADE IN ORDER
TO MAINTAIN FORE—RATED INTEGRITY OF THE STRUCTURE.

CLEAN UP: ON PROJECT CLOSE—-OUT CLEAN ALL ELECTRICAL DEVICES, AND REMOVE ALL PAINT
SPATTERS DEVICES, FIXTURES AND PLATES

ELECTRICAL DEMOLITION NOTES

GENERAL: DEMOLITION DRAWINGS ARE BASED ON EXISTING PLANS AND FIELD INVESTIGATION PRIOR
TO DEMOLITION. VISIT THE EXISTING BUILDING PRIOR TO BID IN ORDER TO BECOME FAMILIAR WITH THE
EXISTING CONDITIONS AND IN ORDER TO AVOID CONFLICTS.

DASHED ITEMS: ALL ITEMS SHOWN DASHED ON DEMOLITION PLANS ARE EXISTING AND SHALL BE
REMOVED.

SOLID ITEMS: ALL ITEMS SHOWN ON DEMOLITION PLANS ARE EXISTING TO REMAIN.

CIRCUITING TO REMAIN: EXISTING CIRCUITRY TO REMAIN SHALL BE REROUTED OR RECONNECTED, AS
REQUIRED, WHERE AFFECTED BY NEW WORK IN ORDER TO MAINTAIN CONTINUITY OF THE CIRCUIT.

REUSE OF EXISTING CIRCUITRY: EXISTING CIRCUITRY SERVING LIGHTING FIXTURES AND/OR
RECEPTACLES FOR A GIVEN AREA SHALL BE REUSED TO THE FULLEST EXTENT POSSIBLE TO SERVE
THE NEW LAYOUT. PROVIDE CIRCUIT MODIFICATIONS INDICATED OR AS OTHERWISE REQUIRED TO
MAINTAIN THE CONTINUITY OF EXISTING CIRCUITS THAT REMAIN .

EXISTING CONDUIT: ALL EXISTING CONDUITS AND WIRING THAT WILL NOT BE REUSED SHALL BE
REMOVED WHERE THEY WILL BE EXPOSED UPON COMPLETION OF NEW WORK. EXISTING CONDUIT TO
REMAIN CONCEALED IN WALLS SHALL BE ABANDONED. EXISTING CONDUIT TO REMAIN BELOW FLOOR
SLAB SHALL BE CUT OFF ONE INCH BELOW ROUGH FLOOR AND GROUTED FLUSH. ALL EXISTING WIRING
IN CONDUITS TO BE ABANDONED SHALL BE DISCONNECTED FROM POWER SOURCE AND REMOVED.

REPAIR DAMAGE: EXERCISE CARE IN REMOVAL OF DEMOLITION ITEMS. REPAIR , AT NO ADDITIONAL

COST TO THE OWNER, ANY DAMAGE CAUSED TO EXISTING CONSTRUCTION AND/OR EQUIPMENT TO
REMAIN.

ASSOCIATED APPURTENANCES: REMOVE ALL ELECTRICAL APPURTENANCES(DISCONNECTS, STARTERS,
WIRING, CONDUIT) ASSOCIATED WITH EQUIPMENT TO BE REMOVED BY OTHERS.

J-BOX LABELING: LABEL ALL JUNCTION BOXES WITH PERMANENT MARKER IDENTIFYING CIRCUIT NUMBER

AND PANEL BOARD OF CIRCUITS WITHIN.

KNOCKOUT PLUGS AND COVERS: ALL CONDUIT REMOVED SHALL BE REMOVED IN ITS ENTIRETY,
INCLUDING, FITTINGS, MOUNTING DEVICES, MOUNTING HARDWARE, PROVIDE CONDUIT PLUGS AND
BLANKS FOR ALL OPENINGS CREATED BY THE REMOVAL OF CONDUIT. PROVIDE BLANK COVER PLATES
FOR ALL OPENED OUTLET BOXES CREATED BY THE REMOVAL OF EQUIPMENT AND/OR DEVICES.

DEMOLISHED MATERIALS: ALL MATERIALS REMOVED UNDER DEMOLITION, NOT TO BE RELOCATED OR
DESIGNATED TO BE TURNED OVER TO THE OWNER, SHALL BECOME THE PROPERTY OF THE
CONTRACTOR AND SHALL BE REMOVED COMPLETELY FROM THE SITE.

SCHEDULE OUTAGES: ALL WORK AND ALL POWER OUTAGES IN THE EXISTING BUILDING SHALL BE
SCHEDULED AT TIMES CONVENIENT TO OWNER.

NOTIFICATIONS: NOTIFY THE OWNER PRIOR TO TURNING OFF ANY CIRCUITS.

CONNECTION DETAILS: SECURE APPROVED SHOP DRAWINGS SHOWING WIRING DIAGRAMS, ROUGH-IN
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